Sombrero-2 LED Panel Light

Surface mounted frame
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EMC EN 55015/ EN 61547/ EN 61000-3-2 / EN 61000-3-3
LVD EN 60598-2-1/EN 60598-1/EN 62031 /EN 62471/ EN 62493

AC CRI
100-240V, 80

BW-10902-40W-MS
a

DIMENSION

595

SOMBRERO-2 LED PANEL LIGHT

Light Source Samsung SMD LED 5 AL
Power 40W o

CCT 3000K, 4000K, 5000K, 5700K PoOLAR DIAGRAM

Lumen 4600-4800Im

CRI >80 +/-180°

Input Voltage AC100-240V 50Hz e 5

Beam Angle 120° e -

Finishing Color White

Dimension 595*595*9.5mm

Power Factor >0.9 o

Lifespan 50000h UNIT: ed

IP Rating 1P40 . —— C0/180, 115.8 deg
Driver Standard/Dimmable T C30210,114.9 deg
Dimming Triac / Dali / 0-10V Optional 0 —iggg;‘g jljjjg
Mounting Recessed Ceiling / Surface Ceiling / Hanging Qe

AVERAGE BEAM ANGLE (50%): 114.0DEG

Operating Temperature -20°C~+45°C

Photometric Diagram
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