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SOMBRERO-4 LED PANEL LIGHT

Light Source SMD

Power 72W

CCT 3000K, 4000K, 5000K, 6000K, 6500K Polar Diagram

Lumen 7000-7200Im

CR| 280 +/-180°

Input Voltage AC230V 50Hz

Beam Angle 120°

Finishing Color White

Dimension @1195*595*%9.5mm

Power Factor >0.9

Lifespan 50000h UNIT: cd

IP Rating 1P40 — C0/180, 113.8 deg
Driver Standard/Dimmable - 301210,112.9 deg
Dimming Triac / Dali / 0-10V Optional T o040, 1121 deg
Mounting Recessed Ceiling / Surface Ceiling / Hanging 0TI T 029

AVERAGE BEAM ANGLE (50%): 112.6DEG

Operating Temperature -20°C~+45°C

Photometric Diagram

Polar intensity diagram  Cartesian intensity diagram Beam diagram Polar intensity diagram  Cartesian intensity diagram Beam diagram
s out: 3758 m s out: 3584 Im
80 . . 358
120 o E 20 o EW w=10m
% Y %0 ‘: % :
/ \ i
/ \ \
164
A 20 20 2040 0
o 1 5 1 =~
unT cd 0 s N cd s
AVERAGE BEAM ANGLE(S0%) 113.1 DEG Distancem) 114908 Distancem)
Polar intensity diagram  Cartesian intensity diagram Beam diagram Polar intensity diagram  Cartesian intensity diagram Beam diagram
Fiuxout: 36521m fusout 401.7m
4180
120 P Mi=10m Ew w10
N . o o A .
|
: iH
] \
240
17
1ok / \ 17
» : » —
~ ]
N un ca T et ws o s
AVERAGE BEAM ANGLE(S0%): 114.4 DEG Distancem) AVERAGE BEAM ANGLEIS0%): 2416 DEG Distancelm)

1820 srerronwooDS





